End of Sale Announcement, June 30, 2016

# Aruba Mobility Access Switch (MAS) Product Line 

## PRODUCTS COVERED

Aruba Mobility Access Switch (MAS)

## SUMMARY

HPE Aruba is announcing end of sale of Mobility Access Switch product line ( $\mathrm{S} \times 500$ series). The following are the End of Sale SKUs:

Table 1: Sx500 Series Switches (MAS) and Accessories

| Aruba Part Number | Description |
| :---: | :---: |
| S3500-24P | S3500-24P Mobility Access Switch with 24 10/100/1000BASE-T IEEE 802.3af PoE/802.3at PoE+ ports and optional uplink module slot (uplink module ordered separately). Includes 600W AC power supply. Power cord not included- order country-specific (PC-AC-xx) power cord below. |
| S3500-24PF | S3500-24P Mobility Access Switch with 24 10/100/1000BASE-T IEEE 802.3af PoE/802.3at PoE+ ports and optional uplink module slot (uplink module ordered separately). Includes 1050W AC power supply. Power cord not included- order country-specific 15A (PC-AC-H-xx SKU) power cord below. |
| S3500-24T | S3500-24T Mobility Access Switch with 24 10/100/1000BASE-T ports and optional uplink module slot (uplink module ordered separately). Includes 350W AC power supply. Power cord not included- order country-specific (PC-AC-xx) power cord below. |
| S3500-48P | S3500-48P Mobility Access Switch with 48 10/100/1000BASE-T IEEE 802.3af PoE/802.3at PoE+ ports and optional uplink module slot (uplink module ordered separately). Includes 600W AC power supply. Power cord not included- order country-specific (PC-AC-xx) power cord below. |
| S3500-48PF | S3500-48P Mobility Access Switch with 48 10/100/1000BASE-T IEEE 802.3af PoE/802.3at PoE+ ports and optional uplink module slot (uplink module ordered separately). Includes 1050W AC power supply. Power cord not included- order country-specific 15A (PC-AC-H-xx SKU) power cord below. |
| S3500-24F | S3500-24F Mobility Access Switch with 24 GbE SFP ports (optics ordered separately) and optional uplink module slot (uplink module ordered separately). <br> Includes 350W AC power supply. Power cord not included- order country-specific (PC-AC-xx) power cord below. |
| S2500-24P | Mobility Access Switch with 24 10/100/1000BASE-T PoE/PoE+ ports and 4 SFP/SFP+ (optics ordered separately). Integrated AC power supply. <br> Power cord not included- order country-specific (PC-AC-xx) power cord below. Includes one 50cm direct-attach cable (DAC) for ArubaStack. |
| S2500-48P | Mobility Access Switch with 48 10/100/1000BASE-T PoE/PoE+ ports and 4 SFP/SFP+ (optics ordered separately). Integrated AC power supply. <br> Power cord not included- order country-specific (PC-AC-xx) power cord below. Includes one 50cm direct-attach cable (DAC) for ArubaStack. |
| S1500-24P | S1500-24P Mobility Access Switch with 24 10/100/1000BASE-T I EEE 802.3af PoE/802.3at PoE+ ports plus 4 GbE SFP (optics ordered separately). <br> Integrated AC power supply. Power cord not included- order country-specific (PC-AC-xx) power cord below. |


| S1500-48P | $1500-48 P$ Mobility Access Switch with 48 10/100/1000BASE-T IEEE 802.3af PoE/802.3at <br> PoE+ ports plus 4 GbE SFP (optics ordered separately). <br> Integrated AC power supply. Power cord not included- order country-specific (PC-AC-xx) <br> power cord below. |
| :---: | :--- |
| S1500-12P | S1500-12P Mobility Access Switch with 12 10/100/1000BASE-T (8 support IEEE 802.3af <br> PoE/802.3at PoE+) ports plus 2 GbE SFP (optics ordered separately). <br> Integrated AC power supply. Power cord not included- order country-specific (PC-AC-xx) <br> power cord below. |
| S3500-4x10G | S3500 Uplink Module with 4 GbE/10GbE SFP/SFP+ (pluggable transceivers ordered <br> separately) for use with S3500-24T, -24P, -24PF, -48T, -48P and -48PF. <br> Provides uplinks and ArubaStack interconnects. Includes one 50cm direct-attach cable (DAC) <br> for ArubaStack. |
| PSU-600-AC | PSU-600-AC600W AC Power Supply. May be used as a redundant power supply or field- <br> replaceable spare for S3500-24P, -48P. <br> Power cord not included- order country-specific (PC-AC-xx) power cord below. |
| PSU-1050-AC | $1050 W$ AC Power Supply. May be used as a redundant power supply or field-replaceable <br> spare for S3500-24P, -24PF, -48P, -48PF. <br> Power cord not included- order country-specific 15A (PC-AC-H-xx SKU) power cord below. |
| SPR-RK2-MNT | S1500-12P Spare Rack and Wall Mount Kit. This kit is used to front-mount or mid-mount the <br> S1500-12P (only) to a 19" rack. The same bracket is used to mount the S1500-12P to the <br> wall. |
| SPR-FAN-14 | S3500 Spare Fan Tray. Field-replaceable for S3500-24P, -24PF, -48P, -48PF, -24F, -24T and - <br> 48T. |
| SPR-ULBLNK | S3500 Uplink Module Faceplate Spare. Cover for unused uplink module slot. |
| SPR-MAG-MNT | S1500-12P Magnetic Mount Installation Kit. Used for attaching the S1500-12P to a ferrous <br> surface. |

## RECOMMENDED REPLACEMENT PRODUCTS

Below are the recommended replacement products for the Sx500 Series Mobility Access Switches:
Table 2: Recommended Replacement Products

| MAS Model | Recommended Replacement SKU |  |  |
| :---: | :---: | :---: | :---: |
|  | Advanced L3 | Basic L3 | Basic L3 |
|  | Aruba 3810 | Aruba 2920 | Aruba 2930F |
| S3500-24T | J L071A | - | - |
| S3500-24P | J L073A | - | - |
| S3500-48T | J L072A | - | - |
| S3500-48P | J L074A | - | - |
| S3500-48PF | J L074A | - | - |
| S2500-24P | J L071A | J9727A | JL261A |
| S2500-48T | J L072A | J9728A | JL262A |
| S2500-48P | JL074A | J9836A | - |
| S1500-24P | JL073A | J9727A | JL261A |
| S1500-48P | JL074A | J9836A | JL262A |
| S1500-12P | JL073A | - | - |

Below are some additional notes regarding the recommended replacement SKUs.
Table 3: Notes on Recommended Replacement Products

| Replacement SKU | Description |
| :---: | :--- |
| Aruba 3810 | Aruba 3810 switches do not ship with power supplies or uplinks. Both are ordered separately. <br> There is a choice of three modules on the 3810: <br> 1. J LO83A 4 port SFP+ module <br> 2. J LO78A 1 port QSFP+ module <br> 3. J LO79A 2 port QSFP+ module <br> If the MAS switch you are comparing had SFP+ uplinks, choose module 1 above. |
|  | The Aruba 2930F Switch Series has the same functionality as the 2920 but in an all fixed <br> format. <br> The 2930F has fixed uplinks, fixed internal power supplies and fixed internal fans. |
|  | Aruba 2920 model has optional 4x10G SFP+ vs fixed 4xSFP with MAS |

We currently expect to be accepting final orders through Dec 31, 2016. However this final date will depend on the continued availability of stock and, at Aruba's discretion, the actual end of sale date may be earlier. We strongly encourage you to transition all backlog and new business to the recommended replacement products where possible.

## DEFINITIONS

- End-of-Sales Announcement (this document): Date of official end-of-sales notice.
- End-of-Sales Date: The first day the product is no longer orderable through Aruba Networks point-of-sale mechanisms. The product is no longer for sale.
- End-of-Support Date: The first day the product is no longer supported by Aruba Networks.


## END OF SALE MI LESTONES

- End-of-Sales Announcement: J une 30, 2016
- End-of-Sales Date: December 31, 2016
- End-of-Support Date: Dec 31, 2021

Contact your HPE sales representative for additional details.
For questions regarding this end-of-sale announcement, contact eos@arubanetworks.com.

a Hewlett Packard Enterprise company

1344 CROSSMAN AVE | SUNNYVALE, CA 94089 1.866.55.ARUBA | T: 1.408.227.4500 | FAX: 1.408.227.4550 |

